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• Rugged, extra heavy duty design
• Oversize shaft and heavy duty bearings
• 12” through 24” inlet diameters
• Up to 18” static pressure
• Proven on thousands of applications

SERIES 200 BLOWERS
• 9” through 37” inlet diameters
• Air Volumes to 50,000 CFM
• Rotatable & reversible housings
• Precise wheel balancing
• Welded construction

FLOOR SWEEP  SHREDDERS
• Designed for shredding of signatures, magazines, 

corrugated, folding carton and a wide variety of  
other materials

• Material capacity up to 100 lbs. per minute
• Interlocked electrical controls
• Safer operator distance provided by an extended  

entry feed opening
• Available with openings of 9-3/4” high x 38” wide  

and 9-3/4” high x 62” wide

IN LINE SWITCH VALVES
• Available in electric gear, electric linear actuated, or 

pneumatic controls
• Indoor or outdoor applications
• Available in any size to fit existing duct
• Reliable method for directing air-conveyed materials  

to one of several destinations for segregation
• Wired and calibrated at G.F. Puhl facility

CYCLONES
• Capacity from 4,000 CFM to 104,000 CFM
• Custom designed for the application
• Bolted & welded seam construction
• Under-roof and above-roof models available

SPIRAL DUCTWORK
• 3” diameter to 72” diameter
• 18 Ga. to 24 Ga. galvanized
• 24-hour delivery available
• Special fittings on major components only a  

phone call away

SERIES 100 BLOWERS

SERIES 200 BLOWERS

FLOOR SWEEP SHREDDERS

CYCLONES

SPIRAL DUCTWORK

IN-LINE SWITCH VALVES
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COMPONENTS 

Shaft
The oversized alloy steel shaft is mounted in spherical roller 
bearings. This combination allows the best performance possible 
even under the harshest loading conditions.

Base
The Bearing and Motor Mounting Base is fabricated as an integral 
unit from structural steel and heavy steel plate. This one-piece 
construction simplifies field installation and yields a stronger and 
more exacting set-up for the drive components. Shaft and belt 
guards are OSHA compliant.

Housing
The Housing Section is fabricated from heavy steel plate and is 
of a welded construction. The continuous welded construction 
provides a dust-tight and leakproof housing optimal dust control. 
All housings are fabricated so they may be rotated or reversed. 

Wheel
The Wheel has heavy steel plate blades, full diameter back disc 
and full-length reinforcing gussets. Blades and gussets of wheel 
are of angular construction providing a stronger, self-cleaning type 
of wheel.

Plates
The Front and Back Plates are fabricated from heavy plate steel 
and are designed to be removed quickly and easily. This provides 
for easy access to the blower wheel.

FEATURES

• Developed from extensive use on paper, paperboard and other abrasive materials
• Non-clogging wheel designed for dependable, long-life, trouble-free operation
• Air volumes to 17,000 C.F.M.
• Up to 18” static pressure

Our Material Handling Blower is designed specifically for industrial use on Air Conveyance Systems 
handling paper,  and paperboard, and other abrasive materials such as plastics, wood, metals, and 
more.  materials. These blowers have proven their capabilities on hundreds of tough applications 
worldwide.

As we constantly strive to improve our product, specifications are subject to change without notice. 
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NOTE: Please consult G.F. Puhl Co. for maximum safe speeds for the application.

BLOWER MOUNTING ASSEMBLY BOLT TIGHTENING SEQUENCE

112
SPECIFICATIONS

1 15/16" Dia. Shaft
(1/2 x 1/4 K.W.) UP TO 3450 RPM
Approx. Weight = 400 lbs.
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SPECIFICATIONS

SPECIFICATIONS

117

115

2 7/16" Dia. Shaft
(5/8 x 5/16 K.W.) UP TO 2750 RPM
Approx. Weight = 675 lbs.

2 11/16" Dia. Shaft
(5/8 x 5/16 K.W.) UP TO 2410 RPM
Approx. Weight = 890 lbs.

2 11/16" Dia. Shaft
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SPECIFICATIONS

SPECIFICATIONS

124

119

2 15/16" Dia. Shaft
(3/4 x 3/8 K.W.) UP TO 2140 RPM
Approx. Weight = 1100 lbs.

3 7/16" Dia. Shaft
(7/8 x 7/16 K.W.) UP TO 1710 RPM
Approx. Weight = 1700 lbs.

119

124

3 7/16" Dia. Shaft
(7/8 x 7/16 K.W.) UP TO 1710 RPM
Approx. Weight = 1700 lbs.
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100 SERIES BLOWERS
SPECIFICATIONS

"B.C."

"I.D."

"O.D."

FAN
SIZE "A" "B" "C" "D" M"

112

115

117

119

124

HOLES

15 13 5/8 3/4 12

17 17 11/16 14

10 5/8

14

12

12

16

16

18

15

16

19

15

18

1

1

1919

22

28 23 1 24

20

TOLERANCE ±1/8"

NO. DIA.

7/16

7/16

7/16

7/16

7/16

1.  MOUNTED FLUSH WITH EDGE OF HOUSING INLET
2.  FURNISHED AS STANDARD WITH HOLES ON 4"  
     CENTER FROM CENTERLINE

DIMENSIONS SHOULD NOT BE USED FOR CONSTRUCTION PURPOSES
UNLESS CERTIFIED.

FAN
SIZE "I.D." "B.C." "O.D."

112

115

117

119

124

HOLES

12 1/8 14 15

15 1/8 17 18

8

8

8

12

12

20

22

1917 1/8

19 1/8

24 1/8 25 7/8 27

20 3/4

NO. DIA.

7/16

7/16

7/16

7/16

7/16

1.  FURNISHED AS STANDARD WITH HOLES
    STARTING ON VERTICAL CENTER LINE
2.  DIMENSION "J" IS FROM HOUSING SIDE

DIMENSION SHOULD NOT BE USED FOR CONSTRUCTION PURPOSES
UNLESS CERTIFIED .
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INLET FLANGE

OUTLET FLANGE

"C" "M" "C"

"B"

"C"

"D"

"C"

"A"

100 SERIES BLOWERS
SPECIFICATIONS

"B.C."

"I.D."

"O.D."

FAN
SIZE "A" "B" "C" "D" M"

112

115

117

119

124

HOLES

15 13 5/8 3/4 12

17 17 11/16 14

10 5/8

14

12

12

16

16

18

15

16

19

15

18

1

1

1919

22

28 23 1 24

20

TOLERANCE ±1/8"

NO. DIA.

7/16

7/16

7/16

7/16

7/16

1.  MOUNTED FLUSH WITH EDGE OF HOUSING INLET
2.  FURNISHED AS STANDARD WITH HOLES ON 4"  
     CENTER FROM CENTERLINE

DIMENSIONS SHOULD NOT BE USED FOR CONSTRUCTION PURPOSES
UNLESS CERTIFIED.

FAN
SIZE "I.D." "B.C." "O.D."

112

115

117

119

124

HOLES

12 1/8 14 15

15 1/8 17 18

8

8

8

12

12

20

22

1917 1/8

19 1/8

24 1/8 25 7/8 27

20 3/4

NO. DIA.

7/16

7/16

7/16

7/16

7/16

1.  FURNISHED AS STANDARD WITH HOLES
    STARTING ON VERTICAL CENTER LINE
2.  DIMENSION "J" IS FROM HOUSING SIDE

DIMENSION SHOULD NOT BE USED FOR CONSTRUCTION PURPOSES
UNLESS CERTIFIED .
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INLET FLANGE

OUTLET FLANGE

"C" "M" "C"

"B"

"C"

"D"

"C"

"A"

100 SERIES BLOWERS
SPECIFICATIONS

· "D" & "M" ARE INSIDE
        FLANGE DIMENSIONS

· "L" DIMENSION IS INLET
I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS

DIMENSIONS (INCHES)

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M" SHAFT

DIA. KEYWAY BASE
HOLES

MAX.
RPM

112

115

117

119

124

52 9/16

59 1/4

35 1/2

42 1/4

27 3/8

35 1/2

12

14

64 3/4

71

83 1/16 58 7/8

52

48 3/8 37

42 1/8

52 5/8

15

18

24 25 3/8

20

18

17 1/4

14 1/8 16 1/4

21

23 1/2

26

32 1/16

8 1/4

12 5/16

14

15

17 3/4 51

45

41 1/4

38 1/4

36 5/16 8 1/16

10 5/16

11 7/8

12 3/8

13 7/16 28 3/8

23

20 1/4

19 11/16

14 1/2 12 1/8

15 1/8

17 1/8

19 1/8

24 1/8 19

16

15

14

10 5/8 1 15/16

2 7/16

2 11/16

34505/81/2 x 1/4

5/8 x 5/16 5/8 2750

24105/85/8 x 5/16

2 15/16

3 7/16

3/4 x 3/8

7/8 x 7/16

3/4

3/4

2140

1710

18

19

26 1/2

30

38

221

223

226

229

233

237

36 1/2

40

45

50 1/2

57 1/2

64 1/2

1791

1635

7/85/8 x 5/162 11/16

2 15/16 3/4 x 3/8 7/8

3 7/16 3/4 x 3/8 7/8 1449

3 15/16 1 x 1/2 1 1295

3 15/16 1 x 1/2 1 1137

4 7/16 1 x 1/2 1 1015

17 1/4

19

21 3/8

23 7/8

27 1/8

30 1/237 1/8

33 1/8

29 1/8

26 1/8

23 1/848

53

58 1/2

65 1/2

7222 3/4

20 3/16

18 3/16

18 15/16

14 7/8

21 1/842 1/413 7/857 1/8

66

63

77 1/8

82 1/2

79

23 7/8

26 1/4

35 3/426 1/4

29 15/16

33 3/16

37 9/16

42 1/1662 3/8

55 7/8

49 1/2

44 3/4

39 5/828 1/2

32

35

39

43 5/8

92 7/8 58 68 1/2 20 3/4

105 3/8

107 3/4

126 5/8

138

141 3/8

64 1/8

75 5/8

71 5/8

84 3/16

88 1/8 115 5/8

104 1/2

93 1/2

85

76 1/2 22 7/8

25 3/4

28 3/4

32 3/4

36 5/8

200 SERIES BLOWERS

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M"

209

211

213

215

217

219

SHAFT
DIA. KEYWAY BASE

HOLES
MAX.
RPM

14

19

22 5/8

67 1/2 42 11/16 40 10 1/8

26 1/8

30

33

72 50 1/2 48 3/4 13

14 3/4 19 1/2

17 1/4 23 1/8

12 15/16

15 3/16

48

48 7/8

8 9/16

8 3/4

25 1/4

31 1/2

11 1/8

13 1/8

9 3/4

10 3/4

3/8 x 3/16

1/2 x 1/4

3/4

3/4

3495

2922

25313/41/2 x 1/4

5/8 x 5/16 3/4 2232

5/8 x 5/16 3/4 2004

2 3/16

2 7/16

2 11/16

12 3/8

14

15 5/838 3/4 19 1/8

17 1/8

15 1/83410 11/16

11 3/16

12 13/16

52 1/8

50 3/4

51 7/8

17

18 3/4

21 11/16

2619 1/4

21 1/2 28 3/4

23 1/2 32 1/2

15

16 7/8

53 1/4

60

51 11/1678 1/8

79 3/8

84 3/8 53 3/4 62 1/4 18 3/4

53 1/2 38 1/2

50 3/8 31 1/4 33 5/8 8 1/4 11 1/2 13 3/8 8 37 7 1/8 18 1/8 9 1/8 7 7/8

1 15/16

1 11/16

1 7/16 3/8 x 3/16 3/4 4160

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"L"
(I.D.)

"H" "F"

"G"

"B"

"A"

DIMENSIONS (INCHES)

SPECIFICATIONS

· "D" & "M" ARE INSIDE
   FLANGE DIMENSIONS

· "L" DIMENSION IS INLET I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS
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"L"
(I.D.)

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"H" "F"

"G"

"B"

"J"

"A"

"J"
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CENTRIFUGAL FANS  
DESIGNED FOR INDUSTRIAL  
MATERIAL HANDLING 
APPLICATIONS

DESIGNED FOR INDUSTRIAL 

STANDARD FEATURES

Welded construction. Provides rigidity for rugged industrial applications. In smaller sizes, welded 
housing and bases are bolted together so that housing can be unbolted and rotated to other discharge 
position in the field.

Rotatable and reversible. Blower housings can be rotated in the field to achieve various discharges.

Lifting lugs. Available on all blower sizes for ease of handling.

Flanged inlets and outlets. With bolt pattern or slip connections available as an option  
[See page 24 for standard hole locations].

Bearing. Ball or spherical roller bearing selected for extended service life over full catalog range.

Shafting. Alloy shafting is manufactured to close tolerances for reliable long-term performance.

Designed for safety. OSHA-compliant shaft and belt guarding

Precise balancing. Series 200 blower wheels are dynamically balanced before final assembly. After 
assembly, all fans are test-run at as-ordered operating speed for final “trim” balance.
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FAN MAX HP*
SIZE FRAME SIZE

209 215T 15

211 286T 20

213 326T 30

215 326T 50

217 326T 60

219 405T 75

221 405T 75

223 405T 100

226 405T 200

229 447T 200

233 447T 200

237 447T 200

MATERIAL SPECIFICATIONS FOR STANDARD STEEL FANS
U.S. Standard Steel Gauge to 7 Gauge—Dimensions (Inches)

DRIVE METHODS

Belt Drive
The use of standard V-belt drive offers flexibility 
in fan performance by changing sheaves and 
belts.

In the lower horsepower ranges, V-belts drive 
selection is relatively simple, but as horsepower 
requirements increase, V-belt drive selection 
becomes more complicated and requires more 
consideration of the drive’s effect on fan and  
motor bearings.

1. All sheet and plate steel is AISI 1017.
2. Wheel Hubs are Fabricated Steel.

3. Shafts are machined alloy steel.
4. Alternate materials or coatings may require changes in specifications.

Although there are exceptions to every rule, there are a 
few general recommendations to remember:

1. 3600 RPM motors are not 
generally recommended for belt 
drive above 20 H.P.

2. 1800 RPM motors are not 
recommended for belt drives 
above 300 H.P.

3. All motors 125 H.P. and larger, 
which are to be used with belt 
driven fans, require that the motor 
manufacturer:

    a. Recommend the minimum 
diameter motor sheaves which 
may be used.

    b. Recommend the maximum 
diameter motor sheaves which 
may be used.

With the above information from 
the motor manufacturer, the drive 
can be selected. * Based on standard blower shaft 

diameter. Consult factory for 
other configurations.
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ARRANGEMENTS

Arrangement 5 with Unitary Base

Complete motor and drive information is necessary when 
ordering (see maximum motor frame chart on page 8).

Maximum temperatures: standard fan—300°F., with shaft 
cooler and heat shield—600°F.

SERIES 200 BLOWERS

Blower Mounting Assembly Bolt Tightening Sequence



Shaft Seal

FELT SHAFT SEAL
• Felt seal element encased between housing drive  

side and metal retaining disc

• Felt insert may be easily split for field installation  
and maintenance

• Suitable for operation up to 300°F

CERAMIC FELT SHAFT SEAL
• Seven (7) ceramic felt seal elements encased between metal backing plate and retaining disc

• Elements may be easily split for field installation and maintenance

• Best suited for 301°F to 1000°F operation

• Vacuum dust control is also available in some applications

Series 200 Blowers
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ACCESSORIES

Split Housing
• Sizes 215 and larger are available with horizontally split housings

• Bars are welded to housing for bolting sections together

• Fans with split housing are not rotatable or reversible

TYPE A
• Available on Top Horizontal, Bottom Horizontal, Up Blast, Down  

Blast, and Top Angular Up fans

• Horizontal split allows removal of section without disturbing inlet

• Outlet must be disconnected on Up Blast and Top Angular Fans

 TYPE B
• Available on Top Angular Down and Bottom Angular Up fans

• Pie-shaped section is removable without disturbing inlet or outlet
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SPECIFICATIONS

209

Inlet: 9” Diameter

Outlet Area: .423 sq. ft. Inside

Wheel Diameter: 14”

Wheel Circumference: 3.66 ft.

 
1100 2600 2187 1.6 2555 2.2 2873 2.8 3158 3.4 3416 4.1 3660 4.7 3889 5.4 4104 6.1 4310 6.8
1269 3000 2278 1.9 2638 2.6 2948 3.3 3224 4.0 3480 4.7 3717 5.4 3941 6.1 4155 6.9 4358 7.7
1438 3400 2372 2.3 2727 3.1 3027 3.8 3300 4.6 3554 5.4 3788 6.2 4005 6.9 4210 7.7 4410 8.6
1607 3800 2473 2.7 2818 3.6 3115 4.4 3386 5.3 3630 6.1 3857 7.0 4076 7.8 4273 8.7
1777 4200 2573 3.2 2915 4.2 3210 5.1 3470 6.0 3711 6.9 3938 7.9 4148 8.8 4352 9.8
1946 4600 2677 3.7 3014 4.8 3303 5.9 3562 6.9 3800 7.9 4023 8.9 4230 9.9 4427 10.9
2115 5000 2783 4.3 3116 5.5 3399 6.6 3656 7.8 3892 8.9 4110 9.9 4313 11.0
2284 5400 2894 5.0 3218 6.3 3498 7.5 3750 8.7 3985 9.9 4202 11.1 4403 12.2
2453 5800 3008 5.8 3322 7.1 3600 8.5 3847 9.8 4083 11.1 4291 12.3

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 4400 RPM

STATIC PRESSURE
 

Inlet Diameter:  9"   / Wheel Diameter 14" / Outlet Area 0.423 Sq. Ft. / Wheel 
Circumference 3.66 ft.

               

C:\Users\labernathy\Documents\PUHL\Puhl‐Catalog\TABLES\Copy of Blower Extrapolation Tables V2 0506 440PM.xlsx
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SPECIFICATIONS

211
Inlet: 11” Diameter

Outlet Area: .64 sq. ft. Inside

Wheel Diameter: 19”

Wheel Circumference: 4.97 ft.

1920 3000 1710 3.1 1850 3.6 1975 4.2 2095 4.7 2205 5.3 2315 5.9 2510 7.1 2698 8.3
2176 3400 1750 3.5 1885 4.1 2010 4.7 2125 5.3 2240 6.0 2345 6.6 2540 7.9 2723 9.2
2432 3800 1800 4.1 1925 4.7 2050 5.4 2160 6.0 2270 6.7 2375 7.4 2570 8.7 2753 10.2
2688 4200 1850 4.7 1975 5.4 2090 6.1 2200 6.7 2310 7.5 2410 8.2 2605 9.7 2786 11.2
2944 4600 1910 5.4 2025 6.1 2140 6.1 2245 7.6 2350 8.3 2450 9.1 2640 10.8 2817 12.3
3200 5000 1975 6.1 2085 6.9 2190 7.7 2295 8.5 2395 9.3 2495 10.2 2680 11.9 2849 13.4
3456 5400 2045 7.0 2150 7.8 2250 8.6 2350 9.5 2450 10.4 2540 11.2 2720 13.0 2891 14.7
3712 5800 2125 8.0 2220 8.8 2315 9.7 2410 10.6 2500 11.3 2595 12.5 2765 14.2 2930 16.1
3968 6200 2200 9.1 2295 10.0 2385 10.9 2475 11.7 2565 12.8 2650 13.7 2815 15.5 2976 17.5
4224 6600 2280 10.2 2375 11.3 2460 12.3 2545 13.1 2630 14.2 2715 15.2 2870 17.0 3025 19.1

1920 3000 2870 9.6 3030 11.1    3180 12.4    3325 13.6    3465 15.3    3595 16.6    3720 18.0    3850 19.7   
2176 3400 2895 10.5 3055 12.0    3205 13.3    3350 14.9    3485 16.4    3620 17.9    3750 19.6    3865 21.0   
2432 3800 2920 11.5 3080 13.1    3230 14.5    3375 16.2    3515 17.6    3640 19.2    3770 21.0    3890 22.5   
2688 4200 2955 12.8 3110 14.3    3260 15.9    3400 17.4    3535 19.0    3670 21.0    3795 22.6    3915 24.3   
2944 4600 2985 14.0 3135 15.4    3285 17.1    3430 19.0    3565 20.6    3700 22.6    3820 24.1    3945 26.2   
3200 5000 3015 15.2 3170 16.9    3320 18.8    3460 20.4    3600 22.5    3725 24.3    3850 26.1    3970 28.0   
3456 5400 3050 16.5 3205 18.5    3350 20.3    3490 22.1    3620 23.9    3755 25.9    3880 28.1   
3712 5800 3090 18.0 3240 20.0    3390 22.0    3525 24.0    3655 25.9    3780 27.8    3905 29.8   
3968 6200 3135 19.7 3280 21.7    3420 23.6    3560 25.8    3690 27.8    3815 30.0    3940 32.0   
4224 6600 3175 21.1 3320 23.2    3460 25.4    3595 27.6    3720 29.7    3850 32.0    3970 34.3   

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 3985 RPM

STATIC PRESSURE
               

STATIC PRESSURE
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SPECIFICATIONS

213
Inlet: 13” Diameter

Outlet Area: .91 sq. ft. Inside

Wheel Diameter: 22-5/8”

Wheel Circumference: 5.92 ft.

2730 3000 1455 4.1 1570 4.9 1675 5.6 1775 6.4 1875 7.2 1960 8.0 2130 9.6 2290 11.4   
3094 3400 1495 4.8 1605 5.6 1705 6.4 1805 7.2 1900 8.1 1990 8.9 2155 10.7 2310 12.5   
3458 3800 1540 5.6 1645 6.4 1745 7.3 1840 8.2 1930 9.1 2020 10.1 2185 12.0 2335 13.9   
3822 4200 1595 6.6 1690 7.4 1790 8.4 1880 9.3 1965 10.1 2050 11.2 2210 13.2 2360 15.2   
4186 4600 1650 7.6 1745 8.6 1835 9.5 1920 10.4 2010 11.6 2090 12.5 2245 14.6 2390 16.7   
4550 5000 1715 8.9 1800 9.8 18.9 10.9 1975 12.0 2050 12.8 2135 14.0 2285 16.3 2425 18.4   
4914 5400 1785 10.4 1865 11.3 1945 12.3 2025 13.3 2105 14.6 2180 15.7 2325 18.0 2465 20.4   
5278 5800 1850 11.8 1930 12.9 2010 14.1 2085 15.3 2160 16.4 2230 17.4 2370 19.9 2505 22.4   
5642 6200 1925 13.7 2000 14.7 2075 16.0 2145 17.0 2215 18.2 2290 19.6 2420 21.9 2550 24.5   
6006 6600 2000 15.5 2075 16.9 2140 17.9 2210 19.1 2280 20.6 2345 21.6 2475 24.2 2600 27.0   

2730 3000 2435 13.2 2570 14.8    2705 17.0    2825 18.7    2945 20.8    3055 22.7    3170 25.1    3275 27.2   
3094 3400 2455 14.4 2590 16.3    2720 18.3    2845 20.5    2960 22.4    3075 24.7    3180 26.7    3285 28.9   
3458 3800 2480 16.0 2615 18.0    2740 19.9    2865 22.2    2980 24.3    3095 26.7    3200 28.8    3305 31.1   
3822 4200 2505 17.5 2635 19.4    2760 21.6    2885 24.0    3000 26.2    3115 28.7    3220 30.9    3325 33.5   
4186 4600 2535 19.2 2660 21.2    2790 23.7    2910 26.0    3025 28.5    3135 30.9    3245 33.5    3345 35.9   
4550 5000 2565 21.0 2690 23.2    2815 25.6    2930 28.0    3050 30.7    3160 33.3    3265 35.9    3365 38.5   
4914 5400 2600 22.9 2725 25.4    2845 27.9    2960 30.3    3075 33.0    3185 35.8    3290 38.5    3390 41.2   
5278 5800 2635 25.0 276 27.6    2875 30.0    2995 33.0    3100 35.4    3210 38.3    3315 41.3    3415 44.0   
5642 6200 2675 27.1 2795 29.8    2915 32.7    3030 35.6    3135 38.3    3240 41.3    3345 44.3   
6006 6600 2720 29.6 2840 32.5    2955 35.5    3065 38.4    3170 41.3    3270 44.1    3375 47.4   

          

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 3446 RPM

STATIC PRESSURE
               

STATIC PRESSURE
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SPECIFICATIONS

215
Inlet: 15” Diameter

Outlet Area: 1.21 sq. ft. Inside

Wheel Diameter: 26-1/8”

Wheel Circumference: 6.84 ft.

3630 3000 1260 5.4 1360 6.4 1450 7.4 1540 8.4 1620 9.4 1700 10.5 1845 12.6 1980 14.9
4114 3400 1295 6.3 1390 7.4 1480 8.4 1565 9.5 1645 10.7 1720 11.7 1865 14.0 2000 16.6
4598 3800 1335 7.4 1425 8.5 1510 9.6 1595 10.9 1670 11.9 1750 13.3 1890 15.8 2020 18.2
5082 4200 1380 8.6 1465 9.8 1545 10.9 1625 12.2 1700 13.4 1775 14.9 1915 17.5 2045 20.1
5566 4600 1430 10.1 1510 11.3 1590 12.6 1665 13.9 1735 15.1 1810 16.7 1945 19.4 2070 22.1
6050 5000 1485 11.8 1560 13.1 1635 14.4 1710 15.8 1775 17.0 1845 18.4 1975 21.3 2100 24.4
6534 5400 1540 13.5 1615 15.0 1680 16.2 1755 17.8 1820 19.2 1885 20.5 2010 23.6 2130 26.8
7018 5800 1600 15.6 1670 17.1 1740 18.6 1805 20.1 1870 21.6 1930 23.0 2050 26.1 2165 29.4
7502 6200 1665 18.0 1730 19.6 1730 19.6 1795 21.1 1920 24.2 1980 25.9 2095 29.1 2210 32.6
7986 6600 1730 20.7 1790 22.1 1855 23.9 1910 25.2 1970 27.0 2030 28.8 2140 32.1 2250 35.7

3630 3000 2110 17.4 2225 19.7 2340 22.2 2450 25.0 2550 27.6 2650 30.4 2745 33.1 2835 36.0
4114 3400 2125 19.1 2245 21.7 2355 24.2 2465 27.1 2565 29.8 2665 32.8 2760 35.7 2850 38.6
4598 3800 2145 20.9 2265 23.8 2375 26.6 2480 29.2 2580 32.1 2680 35.3 2770 38.1 2865 41.5
5082 4200 2170 23.1 2285 25.9 2395 28.9 2500 31.9 2600 34.9 2695 37.9 2790 41.2 2880 44.4
5566 4600 2190 25.2 2305 28.1 2415 31.2 2520 34.5 2620 37.7 2715 41.0 2805 44.1 2895 47.5
6050 5000 2220 27.7 2330 30.7 2440 34.1 2540 37.2 2640 40.6 2735 44.1 2825 47.4 2915 51.0
6534 5400 2250 30.3 2360 33.6 2465 36.9 2565 40.4 2660 43.6 2755 47.3 2845 50.9 2935 54.5
7018 5800 2280 32.9 2390 36.5 2490 39.8 2590 43.5 2685 47.0 2780 50.9 2870 54.5 2955 58.3
7502 6200 2315 35.9 2420 39.6 2520 43.2 2620 47.0 2715 50.8 2805 54.5 2890 58.3 2980 62.5
7986 6600 2355 39.3 2455 43.1 2560 47.0 2650 50.6 2745 54.7 2835 58.7 2920 62.6

          

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 2980 RPM

STATIC PRESSURE
               

STATIC PRESSURE
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SPECIFICATIONS

217
Inlet: 17” Diameter

Outlet Area: 1.56 sq. ft. Inside

Wheel Diameter: 30”

Wheel Circumference: 7.85 ft.

4680 3000 1100 6.6 1185 7.8 1265 9.0 1340 10.4 1410 11.5 1480 13.0    1605 15.5 1725 18.6   
5304 3400 1130 7.7 1210 9.0 1290 10.4 1360 11.5 1430 12.9 1500 14.5    1625 17.4 1740 20.4   
5928 3800 1165 9.1 1240 10.2 1315 11.6 1390 13.3 1455 14.6 1520 16.0    1645 19.3 1760 22.5   
6552 4200 1200 10.4 1280 12.0 1350 13.5 1420 15.0 1485 16.6 1545 17.9    1665 21.2 1780 24.7   
7176 4600 1245 12.2 1315 13.6 1385 15.3 1450 16.9 1515 18.5 1575 20.2    1695 23.7 1805 27.3   
7800 5000 1290 14.1 1360 15.9 1425 17.5 1490 19.2 1550 20.9 1610 22.7    1725 26.3 1830 30.0   
8424 5400 1340 16.5 1405 18.2 1470 19.9 1525 21.5 1590 23.5 1645 25.3    1755 29.1 1860 33.0   
9048 5800 1390 18.9 1455 20.8 1515 22.6 1570 24.3 1630 26.3 1685 28.3    1790 32.2 1890 36.1   
9672 6200 1445 21.7 1500 23.4 1560 25.4 1615 27.4 1670 29.4 1725 31.5    1825 35.4 1925 39.7   
10296 6600 1500 24.8 1555 26.7 1610 28.8 1665 30.8 1715 32.7 1770 35.1    1865 39.1 1960 43.5   

4680 3000 1835 21.4 1940 24.6    2040 27.9    2130 30.9    2225 34.5    2310 38.0    2395 41.6    2475 45.1   
5304 3400 1850 23.4 1955 26.9    2050 30.0    2145 33.5    2235 37.1    2320 10.7    2405 44.5    2485 48.3   
5928 3800 1865 25.6 1970 29.3    2065 32.6    2160 36.3    2245 39.8    2335 43.8    2415 47.6    2495 51.6   
6552 4200 1885 28.1 1990 31.8    2080 35.2    2175 39.2    2260 42.9    2345 46.8    2425 50.7    2505 54.9   
7176 4600 1910 30.9 2005 34.5    2100 38.3    2190 42.2    2275 46.2    2360 50.3    2445 54.6    2520 58.7   
7800 5000 1930 33.6 2025 37.4    2120 41.5    2210 45.6    2300 50.0    2375 53.8    2455 58.1    2535 62.7   
8424 5400 1955 36.7 2055 41.0    2145 45.1    2230 49.2    2315 53.5    2400 58.2    2475 62.4    2550 66.9
9048 5800 1985 40.1 2080 44.5    2170 48.8    2255 53.2    2335 57.5    2420 62.3    2500 66.9    2570 71.4
9672 6200 2020 44.1 2110 48.4    2195 52.7    2285 57.6    2365 62.2    2440 66.7    2520 71.7    2595 76.6
10296 6600 2055 48.1 2140 52.5    2225 57.1    2310 62.0    2390 66.8    2465 71.5    2540 76.4   

          

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 2612 RPM

STATIC PRESSURE
               

STATIC PRESSURE
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SPECIFICATIONS

219
Inlet: 19” Diameter

Outlet Area: 1.95 sq. ft. Inside

Wheel Diameter: 33”

Wheel Circumference: 8.64 ft.

5850 3000 985 8.2 1065 9.7 1135 11.5 1200 12.7 1265 14.3 1330 16.1 1445 19.6 1550 23.1
6630 3400 1015 9.6 1085 11.1 1155 12.9 1225 14.6 1290 16.3 1345 17.9 1460 21.7 1565 25.5
7410 3800 1045 11.2 1115 12.8 1185 14.8 1245 16.3 1310 18.4 1370 20.3 1480 24.1 1580 28.0
8190 4200 1080 13.1 1150 15.1 1215 16.9 1275 18.7 1330 20.5 1390 22.5 1500 26.7 1600 30.9
8970 4600 1120 15.2 1185 17.3 1245 19.1 1305 21.2 1360 23.1 1420 25.4 1525 29.7 1620 33.8
9750 5000 1160 17.7 1225 19.9 1280 21.7 1340 24.1 1395 26.2 1445 28.2 1550 32.8 1645 37.4
10530 5400 1205 20.7 1265 22.8 1320 24.9 1375 27.0 1430 29.4 1480 31.6 1575 36.4 1670 41.1
11310 5800 1255 23.8 1310 26.0 1360 28.1 1415 30.6 1465 32.9 1515 35.4 1610 40.2 1700 45.2
12090 6200 1300 27.2 1355 29.6 1405 32.0 1455 34.3 1505 36.9 1550 39.3 1645 44.6 1730 49.6
12870 6600 1350 31.1 1400 33.6 1450 36.1 1500 38.8 1545 41.2 1590 43.8 1680 49.2 1765 54.6

 

5850 3000 1650 26.8 1745 30.7 1830 34.5 1915 38.7 2000 43.1 2075 47.1 2150 51.6 2225 56.4
6630 3400 1660 29.2 1755 33.4 1845 37.6 1925 41.7 2010 46.3 2085 50.7 2160 55.4 2230 60.0
7410 3800 1675 32.0 1770 36.5 1855 40.6 1940 45.3 2020 49.8 2095 54.4 2170 59.3 2240 64.1
8190 4200 1695 35.2 1785 39.6 1870 44.2 1955 48.9 2030 53.5 2110 58.6 2180 63.5 2250 68.5
8970 4600 1715 38.5 1805 43.3 1890 48.1 1970 52.9 2045 57.7 2120 62.8 2195 68.1 2265 73.3
9750 5000 1740 42.2 1825 47.1 1905 51.9 1985 56.9 2060 62.0 2135 67.3 2210 72.8 2280 78.4
10530 5400 1760 46.1 1845 51.1 1925 56.4 2005 61.5 2080 66.9 2155 72.5 2225 78.0 2290 83.4
11310 5800 1790 50.5 1870 55.7 1950 61.0 2030 66.7 2100 72.0 2175 77.9 2240 83.3 2310 89.3
12090 6200 1815 55.0 1900 60.7 1975 66.2 2050 71.8 2125 77.6 2195 83.5 2260 89.2 2330 95.5
12870 6600 1850 60.3 1925 65.8 2005 71.8 2075 77.7 2150 83.7 2220 89.7 2285 95.7 2350 102.1

STATIC PRESSURE
               

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 2132 RPM

STATIC PRESSURE
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SPECIFICATIONS

221
Inlet: 21” Diameter

Outlet Area: 2.39 sq. ft. Inside

Wheel Diameter: 36-1/2”

Wheel Circumference: 9.56 ft.

7170 3000 890 10.0 960 11.7 1025 13.5 1090 15.6 1145 17.4 1200 19.4 1305 23.7 1400 28.0
8126 3400 920 11.8 985 13.8 1050 15.7 1110 17.8 1165 19.8 1230 22.0 1320 26.4 1415 31.1
9082 3800 945 13.6 1010 15.8 1070 17.8 1130 20.2 1185 22.4 1235 24.5 1335 29.2 1430 34.3
10038 4200 980 16.2 1040 18.3 1100 20.6 1155 22.9 1210 25.2 1260 27.6 1355 32.4 1445 37.7
10994 4600 1015 18.8 1070 20.9 1130 23.5 1180 25.8 1230 28.2 1280 30.7 1375 36.0 1465 41.5
11950 5000 1050 21.7 1110 24.3 1160 26.7 1210 29.2 1260 31.8 1310 34.7 1400 39.9 1485 45.5
12906 5400 1090 25.0 1145 27.8 1195 30.4 1245 33.2 1290 35.8 1340 38.8 1430 44.5 1510 50.2
13862 5800 1135 29.1 1185 31.8 1230 34.5 1280 37.4 1325 40.2 1370 43.3 1455 49.1 1540 55.4
14818 6200 1180 33.5 1225 36.3 1270 39.1 1320 42.3 1360 45.1 1405 48.3 1485 54.3 1565 60.7
15774 6600 1220 38.1 1270 41.3 1310 44.1 1360 47.5 1400 50.6 1440 53.8 1520 60.3 1600 66.9

7170 3000 1490 32.5 1575 37.4 1655 42.2 1730 47.1 1805 52.4 1875 57.6 1945 63.0 2010 68.5
8126 3400 1505 35.8 1590 40.8 1665 45.8 1740 50.9 1815 56.4 1885 61.9 1950 67.5 2015 73.0
9082 3800 1515 39.0 1600 44.4 1680 49.8 1750 55.0 1825 60.7 1895 66.5 1960 72.2 2025 78.3
10038 4200 1535 43.0 1615 48.5 1690 53.8 1765 59.7 1840 65.6 1905 71.4 1970 77.4 2035 83.6
10994 4600 1550 47.0 1630 52.7 1705 58.3 1780 64.5 1850 70.6 1920 76.9 1980 82.9 2045 89.2
11950 5000 1570 51.5 1650 57.4 1725 63.5 1795 69.6 1865 76.1 1965 82.6 2000 89.1 2060 95.6
12906 5400 1590 56.2 1670 62.7 1740 68.6 1815 75.4 1880 81.8 1950 88.7 2010 95.1 2075 103.0
13862 5800 1620 61.8 1690 67.9 1765 74.6 1830 81.1 1900 88.1 1965 95.1 2030 103.0 2090 110.0
14818 6200 1640 67.2 1715 74.0 1790 90.0 1855 87.8 1920 94.8 1985 103.0 2045 110.0 2105 116.0
15774 6600 1670 73.5 1740 80.4 1810 87.7 1880 94.9 1945 103.0 2005 110.0 2070 118.0 2125 125.0

STATIC PRESSURE
               

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 2135 RPM

STATIC PRESSURE
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SPECIFICATIONS

223
Inlet: 23” Diameter

Outlet Area: 2.90 sq. ft. Inside

Wheel Diameter: 40”

Wheel Circumference: 10.47 ft.

8700 3000 815 12.0 880 14.4 940 16.6 995 18.9 1045 21.0 1095 23.5 1190 28.5 1280 34.0
9860 3400 840 14.3 900 16.5 955 18.8 1010 21.3 1065 24.0 1110 26.4 1205 31.8 1290 37.3
11020 3800 865 16.6 925 19.3 980 21.8 1030 24.2 1080 26.9 1130 29.8 1220 35.4 1305 41.3
12180 4200 895 19.5 950 22.1 1005 25.0 1055 27.8 1105 30.6 1150 33.4 1235 39.2 1320 45.5
13340 4600 930 22.9 980 25.5 1030 28.4 1080 31.4 1130 34.6 1170 37.3 1260 43.9 1340 50.3
14500 5000 965 26.6 1015 29.6 1065 32.7 1110 35.7 1155 38.9 1200 42.1 1280 48.5 1360 55.4
15660 5400 1000 30.7 1050 34.0 1095 37.1 1140 40.5 1185 43.8 1225 47.1 1305 53.9 1385 61.2
16820 5800 1040 35.5 1085 38.8 1130 42.2 1175 45.7 1215 49.2 1255 52.7 1335 60.0 1405 67.2
17980 6200 1080 40.8 1125 44.4 1165 47.8 1210 51.6 1250 55.3 1285 58.7 1360 66.3 1435 74.2
19140 6600 1125 46.9 1165 50.5 1205 54.2 1245 58.0 1285 61.9 1320 65.6 1390 73.3 1460 81.4

8700 3000 1360 39.3 1435 44.9 1510 50.7 1580 56.7 1650 63.2 1710 69.3 1775 75.9 1830 82.3
9860 3400 1375 43.3 1450 49.2 1520 55.2 1590 61.5 1655 68.0 1720 74.6 1780 81.3 1840 88.2
11020 3800 1385 47.3 1460 53.5 1530 59.9 1600 66.5 1665 73.3 1725 80.1 1790 87.3 1850 94.7
12180 4200 1400 52.0 1475 58.5 1545 65.2 1610 71.9 1675 79.0 1740 86.3 1800 93.8 1860 101.1
13340 4600 1415 56.8 1490 63.9 1560 70.9 1625 78.0 1690 85.3 1750 92.6 1810 99.9 1870 108.1
14500 5000 1435 62.5 1505 69.5 1575 76.9 1640 84.4 1705 92.1 1765 99.8 1825 108.1 1880 115.9
15660 5400 1455 68.3 1525 75.8 1595 83.6 1655 91.0 1720 99.1 1780 107.0 1840 116.1 1895 123.9
16820 5800 1475 74.7 1545 82.5 1615 90.8 1675 98.6 1735 106.9 1795 115.0 1855 124.1
17980 6200 1505 82.1 1570 90.1 1635 98.3 1695 106.9 1755 114.9 1815 124.1 1870 133.0
19140 6600 1530 89.8 1595 98.2 1655 106.9 1720 115.1 1775 123.9 1830 132.9 1890 142.1

STATIC PRESSURE
               

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 1907 RPM

STATIC PRESSURE
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SPECIFICATIONS

226
Inlet: 26-1/8” Diameter

Outlet Area: 3.69 sq. ft. Inside

Wheel Diameter: 45”

Wheel Circumference: 11.78 ft.11.78 ft.

11070 3000 730 15.1 777 18.0 835 20.2 885 22.5 930 25.4 971 29.9 1040 35.7 1132 43.0
12546 3400 755 18.0 796 20.9 855 23.7 905 26.6 945 29.4 984 33.6 1050 39.4 1145 47.7
14022 3800 775 21.2 818 24.3 880 27.5 925 30.6 965 33.8 1002 38.0 1087 46.3 1157 52.7
15498 4200 800 24.7 843 28.2 900 31.6 945 35.1 990 38.6 1018 42.5 1105 49.1 1174 58.4
16974 4600 825 28.7 870 32.6 925 36.2 970 40.0 1010 43.8 1040 47.8 1125 55.2 1189 64.4
18450 5000 899 37.6 946 42.0 991 45.9 1027 47.8 1063 53.8 1150 61.8 1208 71.1
19926 5400 971 47.4 1020 52.6 1038 54.7 1087 60.2 1170 68.8 1229 78.5
21402 5800 1038 57.9 1072 62.3 1113 67.4 1195 76.4 1249 86.3
22878 6200 1100 69.8 1143 75.5 1215 84.9 1275 95.4
24354 6600 1171 84.1 1240 93.2 1300 105.0

11070 3000 1192 50.1 1274 57.3 1340 64.8 1403 72.6 1462 80.5 1521 88.9 1573 96.7 1629 106.0
12546 3400 1204 55.0 1284 62.7 1346 70.2 1410 78.6 1471 87.2 1528 95.7 1584 105.0 1633 113.0
14022 3800 1223 59.8 1297 68.8 1360 76.9 1421 85.4 1480 94.2 1535 103.0 1590 112.0 1643 122.0
15498 4200 1245 63.4 1307 74.8 1373 83.9 1432 92.6 1489 102.0 1543 111.0 1601 121.0 1654 131.0
16974 4600 1260 70.6 1322 81.8 1383 90.7 1443 100.0 1502 110.0 1559 120.0 1612 130.0 1661 139.0
18450 5000 1280 78.3 1337 89.1 1398 98.7 1460 109.0 1515 119.0 1568 128.0 1624 139.0 1676 150.0
19926 5400 1300 86.5 1355 97.4 1418 108.0 1476 118.0 1534 129.0 1583 138.0 1635 149.0
21402 5800 1325 95.3 1377 107.0 1432 117.0 1492 128.0 1546 138.0 1598 149.0 1653 161.0
22878 6200 1345 104.7 1398 117.0 1455 127.0 1507 137.0 1563 149.0 1618 161.0 1671 173.0
24354 6600 1370 114.6 1418 127.0 1477 138.0 1532 150.0 1580 160.0 1632 172.0 1688 185.0

STATIC PRESSURE

     

STATIC PRESSURE
         

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. A
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 1689 RPM
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SPECIFICATIONS

229
Inlet: 29-1/8” Diameter

Outlet Area: 4.62 sq. ft. Inside

Wheel Diameter: 50-1/2”

Wheel Circumference: 13.22 ft.

13710 3000 655 19.0 695 22.3 750 25.4 790 28.6 830 31.8 866 37.0 914 42.4 1010 53.3
15538 3400 675 20.7 711 25.9 755 27.4 800 30.9 840 34.3 880 41.7 936 48.6 1022 59.2
17366 3800 695 26.5 728 29.9 785 34.4 825 38.4 865 42.4 892 46.7 957 55.2 1033 65.3
19194 4200 715 30.9 750 34.6 805 39.6 845 44.0 885 48.3 909 52.6 985 61.5 1047 72.3
21022 4600 735 35.9 773 40.0 825 45.3 865 50.1 905 54.8 925 58.8 1005 69.1 1061 79.6
22850 5000 799 46.1 835 50.4 880 58.9 896 58.9 945 66.0 1025 77.3 1077 87.8
24678 5400 863 58.1 895 61.3 923 66.8 966 73.9 1045 86.2 1092 96.3
26506 5800 933 73.7 963 79.0 992 83.0 1065 95.7 1113 106.0
28334 6200 989 87.9 1015 92.5 1085 105.8 1133 117.0
30162 6600 1043 103.0 1110 116.8 1158 129.0

13710 3000 1055 60.6 1136 70.9 1196 80.4 1254 90.4 1308 100.0 1356 110.0 1409 121.0 1454 131.0
15538 3400 1070 67.3 1146 77.7 1206 87.8 1260 97.8 1312 108.0 1363 119.0 1414 130.0 1459 141.0
17366 3800 1090 75.5 1155 84.7 1215 95.5 1267 106.0 1321 117.0 1371 128.0 1421 139.0 1465 150.0
19194 4200 1110 79.4 1169 93.1 1224 104.0 1278 115.0 1330 126.0 1379 137.0 1432 150.0 1476 162.0
21022 4600 1125 88.5 1182 102.0 1238 113.0 1288 124.0 1342 136.0 1393 149.0 1439 161.0 1487 174.0
22850 5000 1145 98.1 1195 111.0 1251 123.0 1303 135.0 1353 147.0 1401 160.0 1449 173.0 1494 185.0
24678 5400 1165 108.4 1207 120.0 1264 133.0 1318 146.0 1365 158.0 1415 172.0 1463 186.0
26506 5800 1185 119.4 1226 132.0 1277 144.0 1331 158.0 1381 171.0 1428 185.0 1473 199.0
28334 6200 1205 131.1 1245 143.0 1297 157.0 1345 170.0 1396 185.0 1441 198.0 1489 214.0
30162 6600 1225 143.6 1262 156.0 1316 171.0 1362 184.0 1411 199.0 1459 214.0 1504 229.0

          

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 1504 RPM

STATIC PRESSURE
               

STATIC PRESSURE
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SPECIFICATIONS

233
Inlet: 33-1/8” Diameter

Outlet Area: 5.99 sq. ft. Inside

Wheel Diameter: 57-1/2”

Wheel Circumference: 15.05 ft.

17790 3000 575 24.6 608 28.7 655 32.9 695 37.1 730 41.3 761 48.0 803 54.9 889 69.3
20162 3400 590 29.2 623 33.4 670 38.4 710 43.1 745 47.8 772 54.0 819 62.2 898 76.7
22534 3800 610 34.4 640 38.8 690 44.6 725 49.7 760 54.9 786 61.0 831 69.4 908 84.8
24906 4200 630 40.1 659 45.0 705 51.4 740 57.0 775 62.6 798 68.2 865 79.8 917 93.2
27278 4600 645 46.6 680 52.0 725 58.8 760 64.9 795 71.1 815 76.8 885 89.6 930 103.0
29650 5000 703 59.9 734 65.5 775 77.0 807 77.8 830 85.6 900 100.3 944 114.0
32022 5400 725 68.6 759 75.5 800 84.6 822 90.6 849 95.9 920 111.7 961 125.0
34394 5800 812 92.2 844 101.6 869 107.0 935 124.0 980 139.0
36766 6200 865 113.5 892 120.0 955 137.2 997 152.0
39138 6600 914 134.0 975 151.4 1016 167.0

17790 3000 925 78.3 1000 92.4 1050 104.0 1101 117.0 1148 130.0 1191 143.0 1238 157.0 1278 170.0
20162 3400 935 85.7 1007 101.0 1060 114.0 1105 126.0 1154 141.0 1200 155.0 1241 168.0 1285 184.0
22534 3800 945 94.0 1016 110.0 1064 123.0 1116 138.0 1160 152.0 1205 166.0 1245 180.0 1289 196.0
24906 4200 975 102.9 1025 120.0 1073 134.0 1121 148.0 1167 163.0 1210 178.0 1257 195.0 1296 210.0
27278 4600 990 114.7 1037 132.0 1087 147.0 1131 161.0 1179 177.0 1219 191.0 1262 208.0 1304 225.0
29650 5000 1005 127.2 1049 144.0 1095 158.0 1145 175.0 1190 191.0 1233 208.0 1273 224.0 1315 242.0
32022 5400 1020 140.5 1060 156.0 1111 173.0 1154 189.0 1201 206.0 1241 222.0 1283 240.0 1323 258.0
34394 5800 1040 154.8 1078 171.0 1123 187.0 1167 204.0 1211 222.0 1253 239.0 1293 257.0
36766 6200 1060 169.7 1094 186.0 1137 203.0 1184 222.0 1225 239.0 1265 257.0 1308 277.0
39138 6600 1075 186.1 111 202.0 1155 220.0 1199 240.0 1239 257.0 1281 277.0 1322 298.0

          

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 1323 RPM

STATIC PRESSURE
               

STATIC PRESSURE
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SPECIFICATIONS

237
Inlet: 37-1/8” Diameter

Outlet Area: 7.51 sq. ft. Inside

Wheel Diameter: 64-1/2”

Wheel Circumference: 16.88 ft.16.88 ft.

22440 3000 510 30.8 546 36.5 585 41.2 620 46.5 650 51.7 682 60.7 725 71.3 794 87.2
25432 3400 530 36.6 557 42.2 600 48.2 635 54.0 665 59.9 690 68.1 749 84.1 803 96.8
28424 3800 545 43.1 573 49.1 615 55.9 645 62.3 680 68.8 701 76.5 761 93.6 809 106.0
31416 4200 560 50.3 590 56.9 630 64.4 665 71.4 695 78.5 715 86.4 775 100.0 822 118.0
34408 4600 575 58.3 609 65.8 645 73.7 680 81.4 710 89.1 728 96.6 790 112.3 834 131.0
37400 5000 629 75.9 658 82.9 675 88.3 714 100.7 744 109.0 805 125.7 844 143.0
40392 5400 651 87.4 679 95.6 700 102.7 731 112.3 761 122.0 820 140.1 860 158.0
43384 5800 724 117.1 757 129.8 779 136.0 835 155.5 877 175.0
46376 6200 778 145.2 798 152.0 850 172.0 892 193.0
49368 6600 820 170.0 870 189.7 910 212.0

22440 3000 824 97.1 893 116.0 938 131.0 983 147.0 1025 164.0 1064 179.0 1105 197.0 1141 214.0
25432 3400 840 110.0 901 127.0 946 143.0 989 160.0 1030 176.0 1070 194.0 1111 213.0 1146 230.0
28424 3800 855 123.2 906 138.0 953 156.0 995 173.0 1037 191.0 1077 209.0 1116 228.0 1152 246.0
31416 4200 870 129.0 915 151.0 962 170.0 1005 188.0 1044 206.0 1086 226.0 1122 245.0 1161 266.0
34408 4600 885 143.8 927 166.0 971 185.0 1011 202.0 1053 223.0 1089 241.0 1128 262.0 1166 284.0
37400 5000 900 159.4 938 181.0 979 200.0 1020 219.0 1060 239.0 1103 262.0 1139 283.0 1172 302.0
40392 5400 915 176.1 948 197.0 991 217.0 1033 239.0 1071 259.0 1111 281.0 1149 304.0
43384 5800 930 194.0 965 216.0 1005 237.0 1045 258.0 1085 281.0 1123 304.0 1159 326.0
46376 6200 945 213.0 977 235.0 1019 257.0 1057 279.0 1094 301.0 1130 324.0 1169 349.0
49368 6600 960 233.3 994 257.0 1031 278.0 1071 302.0 1107 325.0 1146 350.0 1178 373.0

STATIC PRESSURE
               

NOTES:   Performance shown is extrapolated from tabular data of similar radial blade fans and is not based on actual performance tests for this particular fan at 70F, 0 Ft. ASL
Does not include any drive or belt losses.
Max Safe Speed HD Wheel =  Consult Puhl Engineering
Max Safe Speed SD Wheel = 1181 RPM

STATIC PRESSURE
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100 SERIES BLOWERS
SPECIFICATIONS

· "D" & "M" ARE INSIDE
        FLANGE DIMENSIONS

· "L" DIMENSION IS INLET
I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS

DIMENSIONS (INCHES)

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M" SHAFT

DIA. KEYWAY BASE
HOLES

MAX.
RPM

112

115

117

119

124

52 9/16

59 1/4

35 1/2

42 1/4

27 3/8

35 1/2

12

14

64 3/4

71

83 1/16 58 7/8

52

48 3/8 37

42 1/8

52 5/8

15

18

24 25 3/8

20

18

17 1/4

14 1/8 16 1/4

21

23 1/2

26

32 1/16

8 1/4

12 5/16

14

15

17 3/4 51

45

41 1/4

38 1/4

36 5/16 8 1/16

10 5/16

11 7/8

12 3/8

13 7/16 28 3/8

23

20 1/4

19 11/16

14 1/2 12 1/8

15 1/8

17 1/8

19 1/8

24 1/8 19

16

15

14

10 5/8 1 15/16

2 7/16

2 11/16

34505/81/2 x 1/4

5/8 x 5/16 5/8 2750

24105/85/8 x 5/16

2 15/16

3 7/16

3/4 x 3/8

7/8 x 7/16

3/4

3/4

2140

1710

18

19

26 1/2

30

38

221

223

226

229

233

237

36 1/2

40

45

50 1/2

57 1/2

64 1/2

1791

1635

7/85/8 x 5/162 11/16

2 15/16 3/4 x 3/8 7/8

3 7/16 3/4 x 3/8 7/8 1449

3 15/16 1 x 1/2 1 1295

3 15/16 1 x 1/2 1 1137

4 7/16 1 x 1/2 1 1015

17 1/4

19

21 3/8

23 7/8

27 1/8

30 1/237 1/8

33 1/8

29 1/8

26 1/8

23 1/848

53

58 1/2

65 1/2

7222 3/4

20 3/16

18 3/16

18 15/16

14 7/8

21 1/842 1/413 7/857 1/8

66

63

77 1/8

82 1/2

79

23 7/8

26 1/4

35 3/426 1/4

29 15/16

33 3/16

37 9/16

42 1/1662 3/8

55 7/8

49 1/2

44 3/4

39 5/828 1/2

32

35

39

43 5/8

92 7/8 58 68 1/2 20 3/4

105 3/8

107 3/4

126 5/8

138

141 3/8

64 1/8

75 5/8

71 5/8

84 3/16

88 1/8 115 5/8

104 1/2

93 1/2

85

76 1/2 22 7/8

25 3/4

28 3/4

32 3/4

36 5/8

200 SERIES BLOWERS

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M"

209

211

213

215

217

219

SHAFT
DIA. KEYWAY BASE

HOLES
MAX.
RPM

14

19

22 5/8

67 1/2 42 11/16 40 10 1/8

26 1/8

30

33

72 50 1/2 48 3/4 13

14 3/4 19 1/2

17 1/4 23 1/8

12 15/16

15 3/16

48

48 7/8

8 9/16

8 3/4

25 1/4

31 1/2

11 1/8

13 1/8

9 3/4

10 3/4

3/8 x 3/16

1/2 x 1/4

3/4

3/4

3495

2922

25313/41/2 x 1/4

5/8 x 5/16 3/4 2232

5/8 x 5/16 3/4 2004

2 3/16

2 7/16

2 11/16

12 3/8

14

15 5/838 3/4 19 1/8

17 1/8

15 1/83410 11/16

11 3/16

12 13/16

52 1/8

50 3/4

51 7/8

17

18 3/4

21 11/16

2619 1/4

21 1/2 28 3/4

23 1/2 32 1/2

15

16 7/8

53 1/4

60

51 11/1678 1/8

79 3/8

84 3/8 53 3/4 62 1/4 18 3/4

53 1/2 38 1/2

50 3/8 31 1/4 33 5/8 8 1/4 11 1/2 13 3/8 8 37 7 1/8 18 1/8 9 1/8 7 7/8

1 15/16

1 11/16

1 7/16 3/8 x 3/16 3/4 4160

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"L"
(I.D.)

"H" "F"

"G"

"B"

"A"

DIMENSIONS (INCHES)

SPECIFICATIONS

· "D" & "M" ARE INSIDE
   FLANGE DIMENSIONS

· "L" DIMENSION IS INLET I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS
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"L"
(I.D.)

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"H" "F"

"G"

"B"

"J"

"A"

"J"

100 SERIES BLOWERS
SPECIFICATIONS

· "D" & "M" ARE INSIDE
        FLANGE DIMENSIONS

· "L" DIMENSION IS INLET
I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS

DIMENSIONS (INCHES)

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M" SHAFT

DIA. KEYWAY BASE
HOLES

MAX.
RPM

112

115

117

119

124

52 9/16

59 1/4

35 1/2

42 1/4

27 3/8

35 1/2

12

14

64 3/4

71

83 1/16 58 7/8

52

48 3/8 37

42 1/8

52 5/8

15

18

24 25 3/8

20

18

17 1/4

14 1/8 16 1/4

21

23 1/2

26

32 1/16

8 1/4

12 5/16

14

15

17 3/4 51

45

41 1/4

38 1/4

36 5/16 8 1/16

10 5/16

11 7/8

12 3/8

13 7/16 28 3/8

23

20 1/4

19 11/16

14 1/2 12 1/8

15 1/8

17 1/8

19 1/8

24 1/8 19

16

15

14

10 5/8 1 15/16

2 7/16

2 11/16

34505/81/2 x 1/4

5/8 x 5/16 5/8 2750

24105/85/8 x 5/16

2 15/16

3 7/16

3/4 x 3/8

7/8 x 7/16

3/4

3/4

2140

1710

18

19

26 1/2

30

38

221

223

226

229

233

237

36 1/2

40

45

50 1/2

57 1/2

64 1/2

1791

1635

7/85/8 x 5/162 11/16

2 15/16 3/4 x 3/8 7/8

3 7/16 3/4 x 3/8 7/8 1449

3 15/16 1 x 1/2 1 1295

3 15/16 1 x 1/2 1 1137

4 7/16 1 x 1/2 1 1015

17 1/4

19

21 3/8

23 7/8

27 1/8

30 1/237 1/8

33 1/8

29 1/8

26 1/8

23 1/848

53

58 1/2

65 1/2

7222 3/4

20 3/16

18 3/16

18 15/16

14 7/8

21 1/842 1/413 7/857 1/8

66

63

77 1/8

82 1/2

79

23 7/8

26 1/4

35 3/426 1/4

29 15/16

33 3/16

37 9/16

42 1/1662 3/8

55 7/8

49 1/2

44 3/4

39 5/828 1/2

32

35

39

43 5/8

92 7/8 58 68 1/2 20 3/4

105 3/8

107 3/4

126 5/8

138

141 3/8

64 1/8

75 5/8

71 5/8

84 3/16

88 1/8 115 5/8

104 1/2

93 1/2

85

76 1/2 22 7/8

25 3/4

28 3/4

32 3/4

36 5/8

200 SERIES BLOWERS

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M"

209

211

213

215

217

219

SHAFT
DIA. KEYWAY BASE

HOLES
MAX.
RPM

14

19

22 5/8

67 1/2 42 11/16 40 10 1/8

26 1/8

30

33

72 50 1/2 48 3/4 13

14 3/4 19 1/2

17 1/4 23 1/8

12 15/16

15 3/16

48

48 7/8

8 9/16

8 3/4

25 1/4

31 1/2

11 1/8

13 1/8

9 3/4

10 3/4

3/8 x 3/16

1/2 x 1/4

3/4

3/4

3495

2922

25313/41/2 x 1/4

5/8 x 5/16 3/4 2232

5/8 x 5/16 3/4 2004

2 3/16

2 7/16

2 11/16

12 3/8

14

15 5/838 3/4 19 1/8

17 1/8

15 1/83410 11/16

11 3/16

12 13/16

52 1/8

50 3/4

51 7/8

17

18 3/4

21 11/16

2619 1/4

21 1/2 28 3/4

23 1/2 32 1/2

15

16 7/8

53 1/4

60

51 11/1678 1/8

79 3/8

84 3/8 53 3/4 62 1/4 18 3/4

53 1/2 38 1/2

50 3/8 31 1/4 33 5/8 8 1/4 11 1/2 13 3/8 8 37 7 1/8 18 1/8 9 1/8 7 7/8

1 15/16

1 11/16

1 7/16 3/8 x 3/16 3/4 4160

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"L"
(I.D.)

"H" "F"

"G"

"B"

"A"

DIMENSIONS (INCHES)

SPECIFICATIONS

· "D" & "M" ARE INSIDE
   FLANGE DIMENSIONS

· "L" DIMENSION IS INLET I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS
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"L"
(I.D.)

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"H" "F"

"G"

"B"

"J"

"A"

"J"

100 SERIES BLOWERS
SPECIFICATIONS

· "D" & "M" ARE INSIDE
        FLANGE DIMENSIONS

· "L" DIMENSION IS INLET
I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS

DIMENSIONS (INCHES)

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M" SHAFT

DIA. KEYWAY BASE
HOLES

MAX.
RPM

112

115

117

119

124

52 9/16

59 1/4

35 1/2

42 1/4

27 3/8

35 1/2

12

14

64 3/4

71

83 1/16 58 7/8

52

48 3/8 37

42 1/8

52 5/8

15

18

24 25 3/8

20

18

17 1/4

14 1/8 16 1/4

21

23 1/2

26

32 1/16

8 1/4

12 5/16

14

15

17 3/4 51

45

41 1/4

38 1/4

36 5/16 8 1/16

10 5/16

11 7/8

12 3/8

13 7/16 28 3/8

23

20 1/4

19 11/16

14 1/2 12 1/8

15 1/8

17 1/8

19 1/8

24 1/8 19

16

15

14

10 5/8 1 15/16

2 7/16

2 11/16

34505/81/2 x 1/4

5/8 x 5/16 5/8 2750

24105/85/8 x 5/16

2 15/16

3 7/16

3/4 x 3/8

7/8 x 7/16

3/4

3/4

2140

1710

18

19

26 1/2

30

38

221

223

226

229

233

237

36 1/2

40

45

50 1/2

57 1/2

64 1/2

1791

1635

7/85/8 x 5/162 11/16

2 15/16 3/4 x 3/8 7/8

3 7/16 3/4 x 3/8 7/8 1449

3 15/16 1 x 1/2 1 1295

3 15/16 1 x 1/2 1 1137

4 7/16 1 x 1/2 1 1015

17 1/4

19

21 3/8

23 7/8

27 1/8

30 1/237 1/8

33 1/8

29 1/8

26 1/8

23 1/848

53

58 1/2

65 1/2

7222 3/4

20 3/16

18 3/16

18 15/16

14 7/8

21 1/842 1/413 7/857 1/8

66

63

77 1/8

82 1/2

79

23 7/8

26 1/4

35 3/426 1/4

29 15/16

33 3/16

37 9/16

42 1/1662 3/8

55 7/8

49 1/2

44 3/4

39 5/828 1/2

32

35

39

43 5/8

92 7/8 58 68 1/2 20 3/4

105 3/8

107 3/4

126 5/8

138

141 3/8

64 1/8

75 5/8

71 5/8

84 3/16

88 1/8 115 5/8

104 1/2

93 1/2

85

76 1/2 22 7/8

25 3/4

28 3/4

32 3/4

36 5/8

200 SERIES BLOWERS

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M"

209

211

213

215

217

219

SHAFT
DIA. KEYWAY BASE

HOLES
MAX.
RPM

14

19

22 5/8

67 1/2 42 11/16 40 10 1/8

26 1/8

30

33

72 50 1/2 48 3/4 13

14 3/4 19 1/2

17 1/4 23 1/8

12 15/16

15 3/16

48

48 7/8

8 9/16

8 3/4

25 1/4

31 1/2

11 1/8

13 1/8

9 3/4

10 3/4

3/8 x 3/16

1/2 x 1/4

3/4

3/4

3495

2922

25313/41/2 x 1/4

5/8 x 5/16 3/4 2232

5/8 x 5/16 3/4 2004

2 3/16

2 7/16

2 11/16

12 3/8

14

15 5/838 3/4 19 1/8

17 1/8

15 1/83410 11/16

11 3/16

12 13/16

52 1/8

50 3/4

51 7/8

17

18 3/4

21 11/16

2619 1/4

21 1/2 28 3/4

23 1/2 32 1/2

15

16 7/8

53 1/4

60

51 11/1678 1/8

79 3/8

84 3/8 53 3/4 62 1/4 18 3/4

53 1/2 38 1/2

50 3/8 31 1/4 33 5/8 8 1/4 11 1/2 13 3/8 8 37 7 1/8 18 1/8 9 1/8 7 7/8

1 15/16

1 11/16

1 7/16 3/8 x 3/16 3/4 4160

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"L"
(I.D.)

"H" "F"

"G"

"B"

"A"

DIMENSIONS (INCHES)

SPECIFICATIONS

· "D" & "M" ARE INSIDE
   FLANGE DIMENSIONS

· "L" DIMENSION IS INLET I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS
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"L"
(I.D.)

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"H" "F"

"G"

"B"

"J"

"A"

"J"

100 SERIES BLOWERS
SPECIFICATIONS

· "D" & "M" ARE INSIDE
        FLANGE DIMENSIONS

· "L" DIMENSION IS INLET
I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS

DIMENSIONS (INCHES)

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M" SHAFT

DIA. KEYWAY BASE
HOLES

MAX.
RPM

112

115

117

119

124

52 9/16

59 1/4

35 1/2

42 1/4

27 3/8

35 1/2

12

14

64 3/4

71

83 1/16 58 7/8

52

48 3/8 37

42 1/8

52 5/8

15

18

24 25 3/8

20

18

17 1/4

14 1/8 16 1/4

21

23 1/2

26

32 1/16

8 1/4

12 5/16

14

15

17 3/4 51

45

41 1/4

38 1/4

36 5/16 8 1/16

10 5/16

11 7/8

12 3/8

13 7/16 28 3/8

23

20 1/4

19 11/16

14 1/2 12 1/8

15 1/8

17 1/8

19 1/8

24 1/8 19

16

15

14

10 5/8 1 15/16

2 7/16

2 11/16

34505/81/2 x 1/4

5/8 x 5/16 5/8 2750

24105/85/8 x 5/16

2 15/16

3 7/16

3/4 x 3/8

7/8 x 7/16

3/4

3/4

2140

1710

18

19

26 1/2

30

38

221

223

226

229

233

237

36 1/2

40

45

50 1/2

57 1/2

64 1/2

1791

1635

7/85/8 x 5/162 11/16

2 15/16 3/4 x 3/8 7/8

3 7/16 3/4 x 3/8 7/8 1449

3 15/16 1 x 1/2 1 1295

3 15/16 1 x 1/2 1 1137

4 7/16 1 x 1/2 1 1015

17 1/4

19

21 3/8

23 7/8

27 1/8

30 1/237 1/8

33 1/8

29 1/8

26 1/8

23 1/848

53

58 1/2

65 1/2

7222 3/4

20 3/16

18 3/16

18 15/16

14 7/8

21 1/842 1/413 7/857 1/8

66

63

77 1/8

82 1/2

79

23 7/8

26 1/4

35 3/426 1/4

29 15/16

33 3/16

37 9/16

42 1/1662 3/8

55 7/8

49 1/2

44 3/4

39 5/828 1/2

32

35

39

43 5/8

92 7/8 58 68 1/2 20 3/4

105 3/8

107 3/4

126 5/8

138

141 3/8

64 1/8

75 5/8

71 5/8

84 3/16

88 1/8 115 5/8

104 1/2

93 1/2

85

76 1/2 22 7/8

25 3/4

28 3/4

32 3/4

36 5/8

200 SERIES BLOWERS

FAN
SIZE

WHEEL
DIA. "A" "B" "C" "D" "E" "F" "G" "H" "J" "K" "L" "M"

209

211

213

215

217

219

SHAFT
DIA. KEYWAY BASE

HOLES
MAX.
RPM

14

19

22 5/8

67 1/2 42 11/16 40 10 1/8

26 1/8

30

33

72 50 1/2 48 3/4 13

14 3/4 19 1/2

17 1/4 23 1/8

12 15/16

15 3/16

48

48 7/8

8 9/16

8 3/4

25 1/4

31 1/2

11 1/8

13 1/8

9 3/4

10 3/4

3/8 x 3/16

1/2 x 1/4

3/4

3/4

3495

2922

25313/41/2 x 1/4

5/8 x 5/16 3/4 2232

5/8 x 5/16 3/4 2004

2 3/16

2 7/16

2 11/16

12 3/8

14

15 5/838 3/4 19 1/8

17 1/8

15 1/83410 11/16

11 3/16

12 13/16

52 1/8

50 3/4

51 7/8

17

18 3/4

21 11/16

2619 1/4

21 1/2 28 3/4

23 1/2 32 1/2

15

16 7/8

53 1/4

60

51 11/1678 1/8

79 3/8

84 3/8 53 3/4 62 1/4 18 3/4

53 1/2 38 1/2

50 3/8 31 1/4 33 5/8 8 1/4 11 1/2 13 3/8 8 37 7 1/8 18 1/8 9 1/8 7 7/8

1 15/16

1 11/16

1 7/16 3/8 x 3/16 3/4 4160

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"L"
(I.D.)

"H" "F"

"G"

"B"

"A"

DIMENSIONS (INCHES)

SPECIFICATIONS

· "D" & "M" ARE INSIDE
   FLANGE DIMENSIONS

· "L" DIMENSION IS INLET I.D.

DIMENSIONS NOT TO BE USED FOR
CONSTRUCTION UNLESS CERTIFIED

TOLERANCE ±1/8"

DIMENSIONS
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"L"
(I.D.)

"M"
(INSIDE)

"D"
(INSIDE)

"K"

"E"

"C"

"H" "F"

"G"

"B"

"J"

"A"

"J"
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SPECIFICATIONS

200 SERIES BLOWERS
SPECIFICATIONS

"C" "M" "C"

"B"

"C"

"D"

"C"

"A"

"B.C."

"I.D."

"O.D."

FAN
SIZE "A" "B" "C" "D" "M"

209

211

213

215

217

219

HOLES

13 1/8 12 3/4 7/8 10 1/8

16 13 3/4 7/8 13

9 3/4

10 3/4

12

12

16

16

16

12 3/8

14

15 5/8

15

16 7/8

7/8

7/8

15 3/818

19 7/8

21 3/4 18 5/8 7/8 18 3/4

17

10 3/4 10 3/8 3/4 8 1/4 7 7/8 8

TOLERANCE ±1/8"

NO. DIA.

7/16

7/16

7/16

7/16

7/16

7/16

221

223

226

229

233

237

26 7/8 23 1 1/8 22 7/8

29 3/4 25 3/8 1 1/8 25 3/4

19

21 3/8

24

24

24

32

32

23 7/8

27 1/8

30 1/2

28 3/4

32 3/4

1 1/8

1 1/8

27 7/832 3/4

36 3/4

40 5/8 34 1/2 1 1/8 36 5/8

31 1/8

23 3/4 20 1/4 7/8 20 3/4 17 1/4 20 7/16

9/16

9/16

9/16

9/16

9/16

1.  MOUNTED FLUSH WITH EDGE OF HOUSING INLET
2.  FURNISHED AS STANDARD WITH HOLES ON 4"  
     CENTER FROM CENTERLINE

DIMENSION SHOULD NOT BE USED FOR CONSTRUCTION PURPOSES
UNLESS CERTIFIED.

FAN
SIZE "I.D." "B.C." "O.D."

209

211

213

215

217

219

HOLES

11 1/8 12 3/4 14 1/8

13 1/8 15 16 1/8

6

8

8

8

12

18 1/8

20 1/8

1715 1/8

17 1/8

19 1/8 20 3/4 22 1/8

19

9 1/8 10 5/16 11 1/2 6

NO. DIA.

7/16

7/16

7/16

7/16

7/16

7/16

221

223

226

229

233

237

23 1/8 24 7/8 26 1/8

26 1/8 28 3/8 30 1/8

12

16

16

16

24

33 1/8

37 1/8

31 3/829 1/8

33 1/8

37 1/8 39 3/8 41 1/8

35 3/8

21 1/8 22 3/4 24 1/8 12 7/16

9/16

9/16

9/16

9/16

9/16

1.  FURNISHED AS STANDARD WITH HOLES
    STARTING ON VERTICAL CENTER LINE
2.  DIMENSION "J" IS FROM HOUSING SIDE

DIMENSION SHOULD NOT BE USED FOR CONSTRUCTION PURPOSES
UNLESS CERTIFIED.

PAGE 6 G.F. PUHL l (615) 230-9500 l WWW.GFPUHL.COM

INLET FLANGE

OUTLET FLANGE
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1. Quantity

2. Size

3. Figure (Rotation and Discharge) If angular discharge, specify  
     required angle measured from horizontal centerline

4. Arrangement (motor mounting side)

5. Static Pressure and C.F.M. Requirements

6. Shipping Instructions:
• Destination
• Via
• Prepaid or Collect
• Shipping Date

G.F. Puhl Co., Inc. can provide, at additional cost, the motor, motor slide base, V-belt drive, and belt guard 
assembled on the exhauster in accordance with your requirements. Please specify motor horsepower and 
type enclosure (i.e. open drip proof, totally enclosed, fan cooled, etc.). 

The capacity tables shown in this brochure are based on the exhauster handling standard air at 70° F., 
29.92 barometric pressure at .075 pounds per cubic foot. For operating conditions other than these (high 
or low temperatures and/or high altitudes), contact the factory for corrected capacities.

BLOWER ORDERING CHECKLIST

Note
• Figures 9 and 11 use 9R arrangement only
• Figures 10 and 12 use 9L arrangement only
• Figures 11 and 12 require special (higher) bearing base on some sizes 

*Motor mounting bases are not pre-drilled for motor slide bases.

GF Puhl Co. Inc.
240 Airport Road
Gallatin, TN  37066
615) 230-9500
sales@gfpuhl.com

FAN ROTATIONS, DISCHARGE, AND MOTOR MOUNTING (Viewed from Drive Side)



Floor Sweep Shredders
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Efficient – Rugged – Compact

• Requires only a minimum amount of 
production floor space.

• Electrical Control Circuit Interrupt Switch on 
Inspection Access Cover.

• Safe Operator Distance provided by an 
extended entry feed opening.

• Material capacities up to 100 lbs. per minute.

Floor Sweep Shredders

The G.F. Puhl Floor Sweep Shredder provides a quick and efficient way to dispose of a wide variety of paper 
and corrugated scrap. The compact heavy duty design of this floor mounted shredder requires only a small 
amount of space, making it an excellent addition to your existing air conveyance system.

FEED OPENING

PLAN VIEW

SIDE VIEW

ARRANGEMENT “1”
SIDE VIEW

SECTION “1-1”
DISCHARGE DETAIL

FSC 38

ARRANGEMENT “2”

“A” FEED OPENING

G.F.P. 117 BLOWER (FSC-38)
G.F.P. 119 BLOWER (FSC-62)

16”   FSC-38
18”   FSC-62

12” X 12” CLEAN OUT DOOR
w/ LIMIT SWITCH PLAN VIEW

“A”

“1”
“1”

“1”

“K”

“1”

“B”

“J”

“C” “H”

32”

9.75”

“G”

16”   FSC-38
18”   FSC-62

“B”

“F”

“D” “E”

32”

9.75”

SECTION “1-1”
DISCHARGE DETAIL

FSC 62

FLOOR SWEEP CONDITIONER
MODEL
FSC-38
FSC-62

A
38
62

B
70
70

C
32.5
32.5

D
72
72

E
48.5

50.75

F
190.50
192.75

G
45.25
69.25

H
10
11

J
112.5
113.5

K
67.5
81.5

H.P.
30
40

*APPROX. WT.
2800
4200

*APPROX. WT. DOES NOT INCLUDE BLOWER.
*G.F. PUHL COMPANY HAS A POLICY OF CONTINUOUS PRODUCT IMPROVEMENT AND
  RESERVES THE RIGHT TO CHANGE DESIGN AND/OR SPECIFICATIONS WITHOUT NOTICE.
 

1”

1”1”

1.88”

5.38”

5.38”
5.38”

10.25” 10.25”10.25” 10.25”

13”

“38” 9/16”   HOLES
(14 REQ’D)

1”

1”1”

1.88”

5.38”

5.38”
5.38”

10.25” 10.25” 12.5”12.5” 10.25” 10.25”

13”

“63” 9/16”   HOLES
(18 REQ’D)

FEED OPENING

PLAN VIEW

SIDE VIEW

ARRANGEMENT “1”
SIDE VIEW

SECTION “1-1”
DISCHARGE DETAIL

FSC 38

ARRANGEMENT “2”

“A” FEED OPENING

G.F.P. 117 BLOWER (FSC-38)
G.F.P. 119 BLOWER (FSC-62)

16”   FSC-38
18”   FSC-62

12” X 12” CLEAN OUT DOOR
w/ LIMIT SWITCH PLAN VIEW

“A”

“1”
“1”

“1”
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“C” “H”

32”

9.75”
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9.75”

SECTION “1-1”
DISCHARGE DETAIL

FSC 62

FLOOR SWEEP CONDITIONER
MODEL
FSC-38
FSC-62
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38
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70

C
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32.5

D
72
72

E
48.5

50.75

F
190.50
192.75
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45.25
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H
10
11
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112.5
113.5

K
67.5
81.5

H.P.
30
40
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2800
4200

*APPROX. WT. DOES NOT INCLUDE BLOWER.
*G.F. PUHL COMPANY HAS A POLICY OF CONTINUOUS PRODUCT IMPROVEMENT AND
  RESERVES THE RIGHT TO CHANGE DESIGN AND/OR SPECIFICATIONS WITHOUT NOTICE.
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In Line Switch Valve

RELIABLE – EFFICIENT – DURABLE

• Available in electric gear actuated, electric linear 
actuated, pneumatic or manual actuated

• Ideal for indoor or outdoor applications

• Wide range of sizes from 6” to 36”

• Field proven design in the folding carton, corrugated 
and printing industries

The G.F. Puhl In-Line Switch Valve is a reliable “Step 
Saving” method of directing air conveyable materials 
to one of several destinations for material segregation.

1/3

1/3

1/3

1/2

3/4
CONSTRUCTION MATERIAL: VALVE BODY 14 GA ASM A569 SHEET STEEL; SQUARE-TO-ROUND 14 GA ASTM A569 SHEET STEEL; ANGLE RINGS ASTM
                                                 A36 STANDARD; FINISH ONE SHOP COAT OF UNITED T-2 ROYAL BLUE GLOSS ENAMEL PAINT.



Cyclones
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Expanded  
Metal Tube  
Guard:

Configurations vary 
according to the  
application. 
  
• Bottomless 
  
• Removable  
    Expanded  
    Bottom  
  
• Partially  
    Shielded
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Puhl Trim Separators

 Trim separators are compact and effectively reduce the space and roof height requirements as compared 
to a conventional cyclone system.

12"

A

49 3/4"

18"

28"

86"

INLET
CL

11"

7 3/4" 51 1/4"

B

78 1/4"

41 1/4"

OUTLET
CL

DISCHARGE

CL

  * CONSULT FACTORY FOR YOUR APPLICATION
** SHOWN WITH 18" AIRLOCK, 24" AIRLOCK OPTIONAL

17 1/2"

FLOW
(CFM)

3,840

5,120

5,760

7,685

9,720

11,625

14,520

24,500

WEIGHT
(LB)

355

410

440

490

565

620

735

860

WEIGHT
(LB)

330

475

560

650

750

830

990

1250

MOTOR
(HP)

3/4

1 1/2

1 1/2

1 1/2

3

3

5

5

AIRLOCK
MODEL

9150

9250

9300

9400

9500

9600

9700

9800

A

24”

32”

36”

48”

60”

70”

90”

120”

B
MAX.

18”

22”

24”

26”

30”

34”

34”

44”

PTS  
MODEL

8150

8250

8300

8400

8500

8600

8700

9000



Puhl Trim Separators

Page 30                                        G.F. Puhl  |  (615) 230-9500  |  www.gfpuhl.com

Puhl Trim Separator Features

• Curved screen improves separation efficiency  
with reduced plugging

• Clear viewing window for visual inspection and  
tool-less easy access

• Quick replace screen removable frame from side

• Adjustable airfoil design to allow airflow and  
material speed adjustment

• Optional heavy duty airlock

• Replaceable airlock blade tips

• Installations can be made in parallel  
(side- by- side configuration or back-to-back  
in a docking station-type configuration)

• Can be installed to saddle onto an existing trim  
waste duct system as a concentrator

• Curved screen improves separation efficiency 

• Clear viewing window for visual inspection and 

• Curved screen improves separation efficiency • Curved screen improves separation efficiency • Curved screen improves separation efficiency • Curved screen improves separation efficiency • Curved screen improves separation efficiency • Curved screen improves separation efficiency 

• Clear viewing window for visual inspection and • Clear viewing window for visual inspection and • Clear viewing window for visual inspection and • Clear viewing window for visual inspection and 
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Spiral Ductwork

Spiral duct work, standard or special fittings are just a 
phone call away.

• Call (615) 230-9500 for a quote
• Use This Weight Chart:  

wt/ft X Length X Price/lb = Your Cost
• Quality Construction
• F.O.B. Gallatin, TN 37066
• Gauges 18-24
• Sizes up to 72” diameter

All spiral duct and fittings are custom built at G.F. 
Puhl’s 51,000 sq. ft. manufacturing/fabrication 
facility in suburban Nashville, Tennessee.

Need major components or a complete duct system 
fabricated to your drawings? No problem! Just send a 
drawing to sales@gfpuhl.com. 

Emergency Service Available
36 hours on most jobs! 



Static Suppressors
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G.F. PUHL OFFERS A COMPREHENSIVE 
LINE OF STATIC SUPPRESSORS:

Dry Static “Docking Station” Suppressors 
Dry static suppressors work by dissolving in the air 
stream provided there is at least a small amount of 
moisture in the air. G.F. Puhl offers suppressors for 
compressed air lines and material handling ducts. 

Electrostatic Suppressors
These are a viable options for applications where no 
metal is introduced into the material stream.

Wet Static Suppressors
Water mist units, which spray microscopic water droplets 
are also available as a last resort for most applications 
where ambient relative humidity is too low.

Puhl Water Mist Unit
For Static 
Suppression

Puhl Water Mist Unit
For Static
Suppression

1/2” BLACK IRON UNION

1/2” BLACK IRON NIPPLE,
TYP. 4 PLCS

WATER FILTER ASSEMBLY, 5 MICRON FILTER

MS38-12N MALE STRAIGHT 
FITTING,  1/2”  MNPT   x  
3/8”  TUBING

IN OUT 3/8” POLYETHYLENE TUBING  
TO WATERMIST NOZZLE  

MOUNTED REMOTELY
1/2” CAST COPPER BALL 
VALVE, TWO-PIECE, 1/2” FPT 
EACH END
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Controls
Every G.F. Puhl system features a customized operator interface perfectly matched to your methods, your 
machines and the skill of your maintenance personnel. Our talented engineers have pioneered many state-
of-the-art control system innovations that reduce downtime, expedite repairs, increase convenience and 
enhance quality of life for maintenance personnel. 

G.F. Puhl controls are designed, built and 
commissioned by our in-house electrical 
engineering team. Below are some options:

Remote Monitoring
Remote monitoring via the internet for program 
changes and troubleshooting is also available. 
G.F. Puhl technicians connect to your system 
via optional cell or VPN connections to monitor 
and troubleshoot the system and applicable 
components.

Remote Troubleshooting
Get help faster when trouble strikes. G.F. Puhl 
technicians can evaluate the performance of the 
entire system, zero in on a component that isn’t 
functioning properly and make adjustments to 
improve performance—all via cell module or VPN.

Hands-Off Operation
Cut labor costs with controls that require little or 
no human intervention. Choose from simple push 
button and pilot light controls to total hands off 
systems that use your facility’s Ethernet network 
as the backbone of system communication.

Mobile System Alerts
Monitor system performance no matter where 
you are. Get status updates and system alerts 
delivered to your mobile phone via email or text 
message.

Remote Operation
During troubleshooting, G.F. Puhl technicians 
can turn system components on and off under 
controlled conditions.
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G.F. Puhl Facts
G.F. Puhl Co., Inc. designs, manufactures, installs, and services pneumatic 
paper waste and dust collection systems that help companies worldwide 

maximize productivity, safety, and by-products revenue. G.F. Puhl also  
has experience in pneumatically conveying other materials,  

including saw dust and metal dust.

• In business since 1983

• 3,000+ customers in the USA, Canada, Mexico, Asia, 
Europe, and Australia 

• Design and install fully integrated new systems; optimize 
existing underperforming systems

• Systems designed to the latest NFPA, and OSHA 
regulations using Premium Efficiency Motors and 
Industrial Ventilation Guidelines for optimum suction 
performance 

• Sell, install, and service new and remanufactured system 
components such as balers, blowers, shredders, dust 
briquetters, filters, below-roof separators and cyclones, 
with remanufactured equipment often available with 
OEM or similar warranty

• Cutting-edge proprietary technology solutions including 
remote system monitoring and passive static control

• 45 - 50 employees include degreed engineers, NFPA-
trained technical sales staff, and field crews trained to 
OSHA guidelines

• 51,000 square ft. headquarters and manufacturing/
fabrication facility in suburban Nashville, Tennessee

G.F. Puhl innovation delivers more than you expect and is more affordable than you might think. 

Contact G.F. Puhl today to find out how we can help get the most from your  
trim collection system benefits. 

Call (615) 230-9500 or email sales@GFPuhl.com



One Size Never Fits All
G.F. Puhl Designs Scrap Systems to Meet YOUR Needs

Our customers have various needs for scrap and dust collection systems
based on several factors including building layout, available space for
the equipment, distance conveyed, local codes for noise and height as
well as air permitting and available operating and maintenance staff.

Change the game with a custom-designed system by G.F. Puhl. 
It can make all the difference. When it comes to trim collection systems, 
there’s virtually no problem we haven’t solved.

Problem: No space for a baler room. No budget for baler room staff.
Solution: Try outdoor auger compactors requiring minimal operator 
interaction. Auger compactors achieve higher compaction than 
conventional ram compactors with less maintenance and no hydraulic 
fluid. Dual compactor systems allow continuous running while th  waste 
hauler is changing out the container.

Problem: No budget for a new system.
Solution: Request a custom system with remanufactured equipment. G.F. 
Puhl sells remanufactured balers, blowers, separators, filters, and more. The 
savings can be significant and the warranty adds peace of mind  

Problem: No room for a scrap system inside the building.
Solution: If your building footprint won’t support additional trim waste 
equipment, go outdoors. Exterior systems like an above-roof or ground-level 
concentrator will boost your capacity.

Problem: Your existing system doesn’t meet codes and the inspector has 
notified you of a problem with the existing system.

Solution: G.F. Puhl’s NFPA trained engineering team designs NFPA and OSHA 
compliant systems that are as safe as they are durable.

Problem: Dust is out of control.
Solution: G.F. Puhl systems are designed to minimize the hazards created by 
ambient dust. Dust briquetters, certified explosion isolation v lves, flam  
front diverters, and other safety features maximize safety.

Problem: No way to monitor the system unless you’re on site.
Solution: G.F. Puhl leads the pack with proprietary technology that makes 
it possible to monitor the system from wherever you are. Request PLC touch 
screen controls with real-time pressure balancing and real-time remote via 
your smart phone or computer.

G.F. Puhl’s expert engineering team has more than 50 years of combined 
experience designing, fabricating installing, and commissioning trim and 
dust collection systems of every kind, including outdoor systems with dual 
compactors, above roof systems with single or multiple cyclones and balers 
and below roof screen separator systems. 

If you’re looking for a vendor that can help you solve the scrap 
collection puzzle once and for all, contact G.F. Puhl today. 

615.230.9500 or sales@gfpuhl.comBalers • Shredders • Trim Collection Systems
Dust Collection Systems • Cyclones • Trim Separators

Spiral Duct • Used Equipment • Filters • Briquetters

240 Airport Road  |  Gallatin, TN 37066  |  615.230.9500  |  FAX 615.230.9590  |  sales@gfpuhl.com  |  www.gfpuhl.com

Follow us on LinkedIn

Cyclone with Puhl Engineered Sound Reducing Cap

Turn Trim Waste
into Revenue
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Follow us on LinkedIn

Cyclone with Puhl Engineered Sound Reducing Cap

Turn Trim Waste
into Revenue

• Moving to a new facility? Puhl has experience moving
entire plant systems all while minimizing down time in BOTH 
plants during the transition.

• Below roof AND above roof systems custom designed to
meet your needs.

• New and Remanufactured Equipment (balers, blowers,
separators, filters and more). Our Remanufactured 
equipment includes a warranty and offers significan  
savings.

• NFPA and OSHA compliant systems designed by our NFPA
trained engineering team. 

• Dust Briquetters, Certified Explosion Isolation Valves, Flam  
Front Diverters and more to control dust.

• PLC Touch Screen Controls with Real Time Pressure
Balancing and Real Time Remote Monitoring available on 
your smart phone or computer.

Puhl custom designs 
systems to meet 
your needs.
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Established 1983

Established 1983

GF Puhl Co. Inc.
240 Airport Road
Gallatin, Tennessee 37066

615-230-9500
sales @ gfpuhl.com
www.gfpuhl.com

240 Airport Road
Gallatin, TN 37066

Material Handling Blowers & Equipment Catalog




